
Not only do you get extra space, you also get a 
kitchenette and an ensuite, including a shower.

POD:
18M2 POD WITH 
KITCHENETTE & ENSUITE

Length

Height

Width

Kitchenette

Price:  $59,695.00 inc GST

Optional

5

1

3

Ranch Slider (w/ awning windows)

Internal LED Lights

Ensuite

Window (w/ awning window)

External LED Lights

Double Power Points

Timber Screen

6.08m

2.94m

3.10m

Kitchenette+
(w/ 2 burner hob & extractor fan)
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18mm Compressed fibre cement
sheet flooring over floor
structure. (As perPodlife
Specification)
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NOTES:

All structural fixings to be Stainless Steel as per
NZS3604:2011 for Exposure Zone D.

NOTES:
In general all construction to comply with the New
Zealand Building code and all relevant NZ/A
standards whether detailed on these plans or not.

SITE REQUIREMENTS:
Foundations have been designed to comply with
NZS3604 definition for 'good ground'. If the site
does not comply with the definition of 'good
ground', the foundations shall be subject to
specific engineering design (SED) and
investigations.

Ultimate bearing capacity 300kPa for 'good
ground'.

FOOTINGS: (BY OTHERS)
In-situ concrete footings as per plan shall be
ordinary grade concrete of 17.5MPa minimum
strength complying with NZS 3109 except as
required for durability.

VENTILATION OF SUBFLOOR: (BY OTHERS)
To prevent subfloor dampness provide ventilation
openings over the whole subfloor area. Ventilation
openings shall be not less than 3500mm² per m² of
floor Area and evenly distributed aroiund the
foundation perimeter. Where this is not achievable
or subfloor airflow is obstructed a damp-prrof
ground cover over the whole of the subfloor shall
be used.

ACCESS: (BY OTHERS)
Access to be provided to permit visual inspection
of any subfloor construction.

KEY:

Corner Pile Type 2 - (CP2) - (Supplied By Others)
125x125mm H5 timber pile in
300x300mm, 900mm deep concrete footing.
Base of footing to be 900mm (min) into good ground.
Provide 75mm concrete under pile.
Refer to Details

CP2

AP

OP Ordinary Pile - (OP) - (Supplied By Others)
125x125mm H5 timber pile
300x300mm, 200mm deep concrete footing.
Base of footing to be into good ground.
Provide 100mm concrete under pile.
Refer to Details

Anchor Pile - (AP) - (Supplied By Others)
125x125mm H5 timber pile
400Ømm, 900mm deep concrete footing.
Base of footing to be 900mm (min) into good ground.
Provide 100mm concrete under pile.
Refer to Details

1 0 m 2   -  S U B F L O O R  P L A N  -  COHESIVE  SOILS  (Clays & Si l ts)

SM

ELECTRICAL KEY:

 Light switch
 
 Double plug
 
 Double Plug with USB

 Externally rated dble plug

 Ceiling mounted LED light

 

NOTES:
Risk Group - SH  NZBC C1/AS1 Applies.
In general all construction to comply with the
NZ Building code and all relevant NZ/A
standards whether detailed on the plans or not.

PODLIFE SPECIFICATIONS:
SMOKE ALARMS:
Smoke alarms to be fitted in accordance with
NZBC F7/AS1 and NZ4514.
ELECTRICAL:
IPX4 (min) rated caravan plugs pre-installed into
PODs by Certified Electrician. PODs shall be
shipped with electrical certification.

WINDOW CODES:

FR. Frosted / Obscure glass

 

(All windows to be double glazed
& Toughened glass.)

 External down light

 Smoke alarm

 Distribution Board

 Junction box - in  External TBC

 Hose tap (random location)

      Washing machine taps
 (install double waste)

2/USB

2E

T
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Roof 150mm R-7.5
Walls 75mm  R-2.07
Floor 115mm R-3.3
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