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Our smaller Pods (10m2, 15m2, 18m2) are perfect for families, businesses and 
anyone wanting a great addition to their property. They offer unparalleled 
flexibility in the smallest possible footprint, allowing you to make full use of every 
square metre. 

You’ll find in this booklet pricing and details for the 10m2, 15m2 and 18m2 Pod 
options currently available with Podlife.  

Begin your Podlife journey right now by checking out our stunning range of pods 
available across New Zealand.  
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Our Pods are designed and made right here in New Zealand by a team dedicated to creating 
a finished product of the very highest quality. 

15m2 Size 18m2 Size10m2 Size
Open plan, ensuite, kitchenette

& ensuite options
Open plan, ensuite, kitchenette

& ensuite options
Open plan, ensuite, ensuite & kitchenette 

or kitchenette+ options

BEAUTIFUL PODS FOR EVERY SPACE 
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View below the specifications for our 10m2, 15m2 and 18m2 Pods. Please contact us for the specifications 
for our Freedom and Escape Tiny Homes, or head to the Tiny Homes page on our website.  

SPECIFICATIONS  

Construction Cladding

Insulation Function

Our Pods are constructed from 
galvanised steel and painted 
with a 3 coat, marine grade 
system.

The walls and roof are .5mm 
galvanised steel sheet, 
corrugated on the exterior and 
flat on the interior, creating a 
modern, low maintenance and 
hard wearing finish.

The Pod walls, roof and floor 
are insulated with high density 
rock wool and the windows 
and doors are double-glazed, 
which makes our Pods 
extremely well-insulated.

Pods are constructed with 
full height sliders that can 
open either direction. All 
Pods contain PVC wood-look 
laminate flooring throughout 
and a large awning over the 
front door.
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Electrical

Ensuite

Kitchenette

All the electrical work is 
completely ready for you to 
simply plug in the Podlife-
supplied caravan style 15m 
power lead. All Pods come with 
LED lighting inside and out and 
multiple internal powerpoints, 
and an Electrical Code of 
Compliance Certificate.

The bathroom has a 900mm 
wide x750mm deep shower, a 
toilet, vanity with under sink 
storage and a 16L gas califont.

The kitchenette is a Peter Hay 
1185 x 530 unit with stainless 
steel insert, 2 drawers and 
under sink storage.

Kitchenette+
The kitchenette+ (1835mm 
long x 2100mm high) features 
4 drawers, 3 cupboards, a 
2 burner electric hob, plus 
fridge, microwave cavity and 
extractor fan.
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Secure lots more space with our 10m2 Open Plan Pod, 
available for NZ-wide delivery. 

POD:
10m2 OPEN PLAN POD 

Price: $26,995.00 inc GST

Length

Timber Screen Optional

Kitchenette

Height

Ranch Slider

Double Glazed

Width

Deck Optional

Ensuite

Kitchen

Awning

Windows
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NOTES:

In general all construction to comply with the New
Zealand Building code and all relevant NZ/A
standards whether detailed on these plans or not.

PODLIFE SPECIFICATIONS:

SMOKE ALARMS:

Smoke alarms to be fitted in accordance with
NZBC F7/AS1 and NZS4514.

ELECTRICAL:

IPX4 (min) rated caravan plugs pre-installed into
PODs by Certified Electrician. PODs shall be
shipped with Electrical certification.

ELECTRICAL KEY:

Light Switch

2 Double plug

Distribution Board

Ceiling mounted LED Light

External Down Light

Smoke alarm

Caravan power plug - IN

WINDOW CODES:

Tgh.  Toughened glass

Risk Group - SH
NZBC C1/AS1 Applies.

2E Externally rated Double plug

Hose tapT
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The ideal option if you don’t need the kitchenette 
facilities, but you need ensuite. 

POD:
10m2 POD WITH 
ENSUITE 

Price:  $37,990.00 inc GST

Length

Kitchenette

Height

Ranch Slider

Double Glazed

Width

Ensuite

Kitchen

Awning

Windows

Timber Screen Optional

Deck Optional
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NOTES:

In general all construction to comply with the New
Zealand Building code and all relevant NZ/A
standards whether detailed on these plans or not.

PODLIFE SPECIFICATIONS:

SMOKE ALARMS:

Smoke alarms to be fitted in accordance with
NZBC F7/AS1 and NZS4514.

ELECTRICAL:

IPX4 (min) rated caravan plugs pre-installed into
PODs by Certified Electrician. PODs shall be
shipped with Electrical certification.

ELECTRICAL KEY:

Light Switch

2 Double plug

Distribution Board

Ceiling mounted LED Light

External Down Light

Smoke alarm

Caravan power plug - IN

WINDOW CODES:

Tgh.  Toughened glass

Risk Group - SH
NZBC C1/AS1 Applies.

2E Externally rated Double plug

Hose tapT
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10m2 + Ensuite
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Not only do you get extra space, you also get a 
kitchenette and an ensuite, including a shower. 

POD:
10m2 POD WITH 
KITCHENETTE & ENSUITE 

Price:  $39,990.00 inc GST

Length

Kitchenette

Height

Ranch Slider

Double Glazed

Width

Ensuite

Kitchen

Awning

Windows

Timber Screen Optional

Deck Optional
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In general all construction to comply with the New
Zealand Building code and all relevant NZ/A
standards whether detailed on these plans or not.

PODLIFE SPECIFICATIONS:

SMOKE ALARMS:

Smoke alarms to be fitted in accordance with
NZBC F7/AS1 and NZS4514.

ELECTRICAL:

IPX4 (min) rated caravan plugs pre-installed into
PODs by Certified Electrician. PODs shall be
shipped with Electrical certification.

ELECTRICAL KEY:

Light Switch

2 Double plug

Distribution Board

Ceiling mounted LED Light

External Down Light

Smoke alarm

Caravan power plug - IN

WINDOW CODES:

Tgh.  Toughened glass

Risk Group - SH
NZBC C1/AS1 Applies.

2E Externally rated Double plug

Hose tapT
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11| 0800 7635433



Secure lots more space with our 15m2 Open Plan Pod. 

POD:
15m2 OPEN PLAN POD 

Price: $31,995.00 inc GST

Length

Kitchenette

Height

Ranch Slider

Double Glazed

Width

Ensuite

Kitchen

Awning

Windows

Timber Screen Optional

Deck Optional
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NOTES:

In general all construction to comply with the New
Zealand Building code and all relevant NZ/A
standards whether detailed on these plans or not.

PODLIFE SPECIFICATIONS:

SMOKE ALARMS:

Smoke alarms to be fitted in accordance with
NZBC F7/AS1 and NZS4514.

ELECTRICAL:

IPX4 (min) rated caravan plugs pre-installed into
PODs by Certified Electrician. PODs shall be
shipped with Electrical certification.

ELECTRICAL KEY:

Light Switch

2 Double plug

Distribution Board

Ceiling mounted LED Light

External Down Light

Smoke alarm

Caravan power plug - IN

WINDOW CODES:

Tgh.  Toughened glass

Risk Group - SH
NZBC C1/AS1 Applies.
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The ideal option if you don’t need the kitchenette 
facilities, but you would like an ensuite Pod.  

POD:
15m2 POD WITH 
ENSUITE 

Price:  $42,990.00 inc GST

Length

Kitchenette

Height

Ranch Slider

Double Glazed

Width

Ensuite

Kitchen

Awning

Windows

Timber Screen Optional

Deck Optional
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In general all construction to comply with the New
Zealand Building code and all relevant NZ/A
standards whether detailed on these plans or not.

PODLIFE SPECIFICATIONS:

SMOKE ALARMS:

Smoke alarms to be fitted in accordance with
NZBC F7/AS1 and NZS4514.

ELECTRICAL:

IPX4 (min) rated caravan plugs pre-installed into
PODs by Certified Electrician. PODs shall be
shipped with Electrical certification.

ELECTRICAL KEY:

Light Switch

2 Double plug

Distribution Board

Ceiling mounted LED Light

External Down Light

Smoke alarm

Caravan power plug - IN
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With this option, you get a kitchenette and an ensuite 
too, including a shower.  

POD:
15m2 POD WITH 
KITCHENETTE & ENSUITE 

Price:  $44,990.00 inc GST

Length

Kitchenette

Height

Ranch Slider

Double Glazed

Width

Ensuite

Kitchen

Awning

Windows

Timber Screen Optional

Deck Optional
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In general all construction to comply with the New
Zealand Building code and all relevant NZ/A
standards whether detailed on these plans or not.

PODLIFE SPECIFICATIONS:

SMOKE ALARMS:

Smoke alarms to be fitted in accordance with
NZBC F7/AS1 and NZS4514.

ELECTRICAL:

IPX4 (min) rated caravan plugs pre-installed into
PODs by Certified Electrician. PODs shall be
shipped with Electrical certification.

ELECTRICAL KEY:

Light Switch

2 Double plug
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Caravan power plug - IN
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Secure lots more space with our 18m2 Open Plan Pod, 
available for NZ-wide delivery.

POD:
18M2 OPEN PLAN POD

Length

Kitchenette+
(w/ 2 burner hob & extractor fan)

Height

Width

Kitchenette

Price: $43,975.00 inc GST

Optional

5

1

3

Ranch Slider (w/ awning windows)

Internal LED Lights

Ensuite

Window (w/ awning window)

External LED Lights

Double Power Points

Timber Screen

6.08m

2.94m

3.10m
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OP

OP OP

OP OP
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3,770

2,
36

7
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2
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43
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18mm Compressed fibre cement
sheet flooring over floor
structure. (As perPodlife
Specification)

AP

AP

CL CL CL

CL

CL

OP

OP

CP2

CP2

NOTES:

All structural fixings to be Stainless Steel as per
NZS3604:2011 for Exposure Zone D.

NOTES:

In general all construction to comply with the New
Zealand Building code and all relevant NZ/A
standards whether detailed on these plans or not.

SITE REQUIREMENTS:

Foundations have been designed to comply with
NZS3604 definition for 'good ground'. If the site
does not comply with the definition of 'good
ground', the foundations shall be subject to
specific engineering design (SED) and
investigations.

Ultimate bearing capacity 300kPa for 'good
ground'.

FOOTINGS: (BY OTHERS)

In-situ concrete footings as per plan shall be
ordinary grade concrete of 17.5MPa minimum
strength complying with NZS 3109 except as
required for durability.

VENTILATION OF SUBFLOOR: (BY OTHERS)

To prevent subfloor dampness provide ventilation
openings over the whole subfloor area. Ventilation
openings shall be not less than 3500mm² per m² of
floor Area and evenly distributed aroiund the
foundation perimeter. Where this is not achievable
or subfloor airflow is obstructed a damp-prrof
ground cover over the whole of the subfloor shall
be used.

ACCESS: (BY OTHERS)

Access to be provided to permit visual inspection
of any subfloor construction.

KEY:

Corner Pile Type 2 - (CP2) - (Supplied By Others)

125x125mm H5 timber pile in
300x300mm, 900mm deep concrete footing.
Base of footing to be 900mm (min) into good ground.
Provide 75mm concrete under pile.
Refer to Details

CP2

AP

OP Ordinary Pile - (OP) - (Supplied By Others)

125x125mm H5 timber pile
300x300mm, 200mm deep concrete footing.
Base of footing to be into good ground.
Provide 100mm concrete under pile.
Refer to Details

Anchor Pile - (AP) - (Supplied By Others)

125x125mm H5 timber pile
400Ømm, 900mm deep concrete footing.
Base of footing to be 900mm (min) into good ground.
Provide 100mm concrete under pile.
Refer to Details

1 0 m 2   -  S U B F L O O R  P L A N  -  COHESIVE  SOILS  (Clays & Si l ts)

SM

ELECTRICAL KEY:

 Light switch
 
 Double plug
 
 Double Plug with USB

 Externally rated dble plug

 Ceiling mounted LED light

 

NOTES:
Risk Group - SH  NZBC C1/AS1 Applies.
In general all construction to comply with the
NZ Building code and all relevant NZ/A
standards whether detailed on the plans or not.

PODLIFE SPECIFICATIONS:
SMOKE ALARMS:
Smoke alarms to be fitted in accordance with
NZBC F7/AS1 and NZ4514.
ELECTRICAL:
IPX4 (min) rated caravan plugs pre-installed into
PODs by Certified Electrician. PODs shall be
shipped with electrical certification.

WINDOW CODES:

FR. Frosted / Obscure glass

 

(All windows to be double glazed
& Toughened glass.)

 External down light

 Smoke alarm

 Distribution Board

 Junction box - in  External TBC

 Hose tap (random location)

      Washing machine taps
 (install double waste)

2/USB

2E

T

W/M

Roof 150mm R-7.5
Walls 75mm  R-2.07
Floor 115mm R-3.3

INSULATION VALUES

Extract Vent

2

2

RS 2,400 x 2,400

222

2 2

W
 1

,2
00

 x
 1

,3
00
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The ideal option if you don’t need the kitchenette 
facilities, but you need an ensuite.

POD:
18M2 POD 
WITH ENSUITE

Length

Height

Width

Kitchenette

Price:  $57,695.00 inc GST

Optional

5

1

3

Ranch Slider (w/ awning windows)

Internal LED Lights

Ensuite

Window (w/ awning window)

External LED Lights

Double Power Points

Timber Screen

6.08m

2.94m

3.10m

Kitchenette+
(w/ 2 burner hob & extractor fan)
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NOTES:

All structural fixings to be Stainless Steel as per
NZS3604:2011 for Exposure Zone D.

NOTES:

In general all construction to comply with the New
Zealand Building code and all relevant NZ/A
standards whether detailed on these plans or not.

SITE REQUIREMENTS:

Foundations have been designed to comply with
NZS3604 definition for 'good ground'. If the site
does not comply with the definition of 'good
ground', the foundations shall be subject to
specific engineering design (SED) and
investigations.

Ultimate bearing capacity 300kPa for 'good
ground'.

FOOTINGS: (BY OTHERS)

In-situ concrete footings as per plan shall be
ordinary grade concrete of 17.5MPa minimum
strength complying with NZS 3109 except as
required for durability.

VENTILATION OF SUBFLOOR: (BY OTHERS)

To prevent subfloor dampness provide ventilation
openings over the whole subfloor area. Ventilation
openings shall be not less than 3500mm² per m² of
floor Area and evenly distributed aroiund the
foundation perimeter. Where this is not achievable
or subfloor airflow is obstructed a damp-prrof
ground cover over the whole of the subfloor shall
be used.

ACCESS: (BY OTHERS)

Access to be provided to permit visual inspection
of any subfloor construction.

KEY:

Corner Pile Type 2 - (CP2) - (Supplied By Others)

125x125mm H5 timber pile in
300x300mm, 900mm deep concrete footing.
Base of footing to be 900mm (min) into good ground.
Provide 75mm concrete under pile.
Refer to Details

CP2

AP

OP Ordinary Pile - (OP) - (Supplied By Others)

125x125mm H5 timber pile
300x300mm, 200mm deep concrete footing.
Base of footing to be into good ground.
Provide 100mm concrete under pile.
Refer to Details

Anchor Pile - (AP) - (Supplied By Others)

125x125mm H5 timber pile
400Ømm, 900mm deep concrete footing.
Base of footing to be 900mm (min) into good ground.
Provide 100mm concrete under pile.
Refer to Details

1 0 m 2   -  S U B F L O O R  P L A N  -  COHESIVE  SOILS  (Clays & Si l ts)

SM

ELECTRICAL KEY:

 Light switch
 
 Double plug
 
 Double Plug with USB

 Externally rated dble plug

 Ceiling mounted LED light

 

NOTES:
Risk Group - SH  NZBC C1/AS1 Applies.
In general all construction to comply with the
NZ Building code and all relevant NZ/A
standards whether detailed on the plans or not.

PODLIFE SPECIFICATIONS:
SMOKE ALARMS:
Smoke alarms to be fitted in accordance with
NZBC F7/AS1 and NZ4514.
ELECTRICAL:
IPX4 (min) rated caravan plugs pre-installed into
PODs by Certified Electrician. PODs shall be
shipped with electrical certification.

WINDOW CODES:

FR. Frosted / Obscure glass

 

(All windows to be double glazed
& Toughened glass.)

 External down light

 Smoke alarm

 Distribution Board

 Junction box - in  External TBC

 Hose tap (random location)

      Washing machine taps
 (install double waste)

2/USB

2E

T

W/M

Roof 150mm R-7.5
Walls 75mm  R-2.07
Floor 115mm R-3.3

INSULATION VALUES

Extract Vent

2

HWHW

RS 2,400 x 2,400

2

2 2

2

1

W
 1

,2
00

 x
 1

,3
00

W 600 x 500
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Not only do you get extra space, you also get a 
kitchenette and an ensuite, including a shower.

POD:
18M2 POD WITH 
KITCHENETTE & ENSUITE

Length

Height

Width

Kitchenette

Price:  $59,695.00 inc GST

Optional

5

1

3

Ranch Slider (w/ awning windows)

Internal LED Lights

Ensuite

Window (w/ awning window)

External LED Lights

Double Power Points

Timber Screen

6.08m

2.94m

3.10m

Kitchenette+
(w/ 2 burner hob & extractor fan)
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OP

OP OP

OP OP

OP

3,770

2,
36

7

1,822 1,823

2,
24

2

4,100

2,
43

5

18mm Compressed fibre cement
sheet flooring over floor
structure. (As perPodlife
Specification)

AP

AP

CL CL CL

CL

CL

OP

OP

CP2

CP2

NOTES:

All structural fixings to be Stainless Steel as per
NZS3604:2011 for Exposure Zone D.

NOTES:

In general all construction to comply with the New
Zealand Building code and all relevant NZ/A
standards whether detailed on these plans or not.

SITE REQUIREMENTS:

Foundations have been designed to comply with
NZS3604 definition for 'good ground'. If the site
does not comply with the definition of 'good
ground', the foundations shall be subject to
specific engineering design (SED) and
investigations.

Ultimate bearing capacity 300kPa for 'good
ground'.

FOOTINGS: (BY OTHERS)

In-situ concrete footings as per plan shall be
ordinary grade concrete of 17.5MPa minimum
strength complying with NZS 3109 except as
required for durability.

VENTILATION OF SUBFLOOR: (BY OTHERS)

To prevent subfloor dampness provide ventilation
openings over the whole subfloor area. Ventilation
openings shall be not less than 3500mm² per m² of
floor Area and evenly distributed aroiund the
foundation perimeter. Where this is not achievable
or subfloor airflow is obstructed a damp-prrof
ground cover over the whole of the subfloor shall
be used.

ACCESS: (BY OTHERS)

Access to be provided to permit visual inspection
of any subfloor construction.

KEY:

Corner Pile Type 2 - (CP2) - (Supplied By Others)

125x125mm H5 timber pile in
300x300mm, 900mm deep concrete footing.
Base of footing to be 900mm (min) into good ground.
Provide 75mm concrete under pile.
Refer to Details

CP2

AP

OP Ordinary Pile - (OP) - (Supplied By Others)

125x125mm H5 timber pile
300x300mm, 200mm deep concrete footing.
Base of footing to be into good ground.
Provide 100mm concrete under pile.
Refer to Details

Anchor Pile - (AP) - (Supplied By Others)

125x125mm H5 timber pile
400Ømm, 900mm deep concrete footing.
Base of footing to be 900mm (min) into good ground.
Provide 100mm concrete under pile.
Refer to Details

1 0 m 2   -  S U B F L O O R  P L A N  -  COHESIVE  SOILS  (Clays & Si l ts)

SM

ELECTRICAL KEY:

 Light switch
 
 Double plug
 
 Double Plug with USB

 Externally rated dble plug

 Ceiling mounted LED light

 

NOTES:
Risk Group - SH  NZBC C1/AS1 Applies.
In general all construction to comply with the
NZ Building code and all relevant NZ/A
standards whether detailed on the plans or not.

PODLIFE SPECIFICATIONS:
SMOKE ALARMS:
Smoke alarms to be fitted in accordance with
NZBC F7/AS1 and NZ4514.
ELECTRICAL:
IPX4 (min) rated caravan plugs pre-installed into
PODs by Certified Electrician. PODs shall be
shipped with electrical certification.

WINDOW CODES:

FR. Frosted / Obscure glass

 

(All windows to be double glazed
& Toughened glass.)

 External down light

 Smoke alarm

 Distribution Board

 Junction box - in  External TBC

 Hose tap (random location)

      Washing machine taps
 (install double waste)

2/USB

2E

T

W/M

Roof 150mm R-7.5
Walls 75mm  R-2.07
Floor 115mm R-3.3

INSULATION VALUES

Extract Vent

2

HW

2

2

RS 2,400 x 2,400

2 2

2

2E 1

W
 1

,2
00

 x
 1

,3
00

W 600 x 500

23| 0800 7635433



POD:
18M2 POD WITH 
KITCHENETTE+ & ENSUITE
Enjoy extra space as well as the luxury of the 
kitchenette+ and ensuite, including a shower.

Length

Height

Width

Kitchenette

Price:  $66,690.00 inc GST

Optional

7

1

3

Ranch Slider (w/ awning windows)

Internal LED Lights

Ensuite

Window (w/ awning window)

External LED Lights

Double Power Points

Timber Screen

6.08m

2.94m

3.10m

Kitchenette+
(w/ 2 burner hob & extractor fan)
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OP

OP OP

OP OP

OP

3,770

2,
36

7

1,822 1,823

2,
24

2
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2,
43

5

18mm Compressed fibre cement
sheet flooring over floor
structure. (As perPodlife
Specification)

AP

AP

CL CL CL

CL

CL

OP

OP

CP2

CP2

NOTES:

All structural fixings to be Stainless Steel as per
NZS3604:2011 for Exposure Zone D.

NOTES:

In general all construction to comply with the New
Zealand Building code and all relevant NZ/A
standards whether detailed on these plans or not.

SITE REQUIREMENTS:

Foundations have been designed to comply with
NZS3604 definition for 'good ground'. If the site
does not comply with the definition of 'good
ground', the foundations shall be subject to
specific engineering design (SED) and
investigations.

Ultimate bearing capacity 300kPa for 'good
ground'.

FOOTINGS: (BY OTHERS)

In-situ concrete footings as per plan shall be
ordinary grade concrete of 17.5MPa minimum
strength complying with NZS 3109 except as
required for durability.

VENTILATION OF SUBFLOOR: (BY OTHERS)

To prevent subfloor dampness provide ventilation
openings over the whole subfloor area. Ventilation
openings shall be not less than 3500mm² per m² of
floor Area and evenly distributed aroiund the
foundation perimeter. Where this is not achievable
or subfloor airflow is obstructed a damp-prrof
ground cover over the whole of the subfloor shall
be used.

ACCESS: (BY OTHERS)

Access to be provided to permit visual inspection
of any subfloor construction.

KEY:

Corner Pile Type 2 - (CP2) - (Supplied By Others)

125x125mm H5 timber pile in
300x300mm, 900mm deep concrete footing.
Base of footing to be 900mm (min) into good ground.
Provide 75mm concrete under pile.
Refer to Details

CP2

AP

OP Ordinary Pile - (OP) - (Supplied By Others)

125x125mm H5 timber pile
300x300mm, 200mm deep concrete footing.
Base of footing to be into good ground.
Provide 100mm concrete under pile.
Refer to Details

Anchor Pile - (AP) - (Supplied By Others)

125x125mm H5 timber pile
400Ømm, 900mm deep concrete footing.
Base of footing to be 900mm (min) into good ground.
Provide 100mm concrete under pile.
Refer to Details

1 0 m 2   -  S U B F L O O R  P L A N  -  COHESIVE  SOILS  (Clays & Si l ts)

SM

ELECTRICAL KEY:

 Light switch
 
 Double plug
 
 Double Plug with USB

 Externally rated dble plug

 Ceiling mounted LED light

 

NOTES:
Risk Group - SH  NZBC C1/AS1 Applies.
In general all construction to comply with the
NZ Building code and all relevant NZ/A
standards whether detailed on the plans or not.

PODLIFE SPECIFICATIONS:
SMOKE ALARMS:
Smoke alarms to be fitted in accordance with
NZBC F7/AS1 and NZ4514.
ELECTRICAL:
IPX4 (min) rated caravan plugs pre-installed into
PODs by Certified Electrician. PODs shall be
shipped with electrical certification.

WINDOW CODES:

FR. Frosted / Obscure glass

 

(All windows to be double glazed
& Toughened glass.)

 External down light

 Smoke alarm

 Distribution Board

 Junction box - in  External TBC

 Hose tap (random location)

      Washing machine taps
 (install double waste)

2/USB

2E

T

W/M

Roof 150mm R-7.5
Walls 75mm  R-2.07
Floor 115mm R-3.3

INSULATION VALUES

Extract Vent

2

FHW

W 600 x 500

2

2

RS 2,400 x 2,400
2
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Ensuring our clients receive brilliant 
service and an outstanding Pod is 
what makes us tick.

TESTIMONIALS 
FOR PODLIFE 

“We love Podlife, they make it 
easy for us to set up our mobile 
education facilities. All the hard 
work is done, we just find the 
spot and they deliver. I would 
highly recommend James and 
the team for your next mobile 
unit.”

– Mark Wilson, Zeal Education Trust 

“I would recommend Podlife 
to anyone needing extra 
space - we have created a 
fantastic affordable office 
space. The whole process was 
professional thanks to Jacqui 
and Nikita. The Pod itself 
and materials used are great 
quality. Would not hesitate to 
use Podlife again. Thanks!”

– Olivia Stone

“These Pods are fantastic value 
for money and the quality 
exceeded our expectations, 
would highly recommend 
getting one.”

– Kirstie Talbot

“Beautiful service with super-
fast delivery and met all our 
needs. Easy to deal with and 
very attending. Definitely met 
all our needs in an extremely 
fast and professional manner.”

– Samantha 

“It’s not often that you get 
both amazing quality AND 
amazing customer service. 
Podlife delivered both in 
spades. I have already 
recommended them to friends 
and family and will also be 
buying another. Thank you.”

– Nick Lissette
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“Great service, good 
communication, great 
product.”

–Iain Girvan

We have been really impressed 
with the process from purchase 
to delivery. We have been able 
to ask questions throughout 
and had quick responses from  
a super helpful team. Start to 
finish has been impressive. I 
would also just like to say how 
we were blown away by the 
truck delivery man he was so 
professional and helpful it was 
really appreciated.

– Kirsten Brown
“The crew at Podlife have 
been amazing to deal with and 
the Pod is finished to a high 
standard. We customized our 
Pod and the turnaround time 
was very impressive. Delivery 
was seamless. Very happy.”

– Darren Celliers

“Really happy with my Pod, the 
team were good to deal with 
and everything went smoothly 
and as expected.”

– Jaz Woollett 

“Thoroughly recommend all 
the teams at Podlife - sales, 
support, design, making, 
delivery.”

– Francis Pauwels

“We are really pleased with 
our Pod, it has fulfilled our 
need for extra space and 
makes a great addition 
to our home. The staff at 
Podlife could not be more 
attentive to our needs and in 
communicating throughout 
the process of ordering 
and delivery. We can highly 
recommend the product and 
Podlife, a great big thumbs 
up!”

– Simon Paul Foster
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www.podlife.co.nz   

We make everything really easy for you so that your Pod 
is exactly what you need, delivered where you need it in 
New Zealand. Get in touch with our team today with any 
questions about our range of Pods. Looking forward to 
hearing from you as you start your Podlife journey. 

Phone 
0800 763 5433 

Email 
info@podlife.co.nz

START YOUR PODLIFE 
JOURNEY TODAY  


